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WX520 Splitter Parts Manual

WALLENSTEIN by EMB Mfg.

5hp ENGINE / PUMP ASSEMBLY PARTS

ITEM | 2054A403 | 2051A103 Description QTY.
1 147126 147306 Honda GX160 / GC160 1
2 253801 Pump Mounting, PM-5 1
3 746408 Coupler Spider LO75 1
4 146406 Shaft Coupler LO75 x 3/4 1
5 146407 Shaft Coupler LO75x 7/16 1
6 751383 Elbow 90 ORB x FPX 0808 1
7 253201 Pump, Two-Stage 11gpm 1
8 746521 Key, 3/16x3/16x7/8 1
9 746592 Woodruff Key, 1/8 x 1/2 1
10 771273 Hex Bolt, 5/16NF x 3/4 4
11 171255 Hex Bolt, 5/16NC x 5-1/2 2
12 771215 Hex Bolt, 5/16NC x 1-1/2 4
13 772221 Hex Lock Nut 5/16NC 4

2089A100 ELEVATION KIT (Optional)

PART NO.

DESCRIPTION

QTY

ITI%M

276231

Carriage Bolf 3/8NC x 1

P

2

772231

Hex Lock Nut 3/8NC

3

2082W101

Weldment, Tank Spacer

4
1
1

4

2089W 104

Weldment, Hitch Mount
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2089A355 LIGHT KIT (Optional)

ITEM PART NO. DESCRIPTION QrY
1 2054L401 Light Bracket, RH 1
2 20521209 Light Bracket, LH Split 1
3 2054W404 Light Guard, LH 1
4 2054W403 Light Guard, RH 1
5 761106 Stop, Turn, Tail Light LH 1
6 161107 Stop, Turn, Tail Light RH 1
7 262102 10" Wishbone Trailer Harness 1
8 20521210 License Bracket 1
9 761301 License Lamp 1
10 172941 Serrated Washer Nut 1/4NC 4
SPLITTER WIRING | « RIGHT SIDE
Bl - BLUE
Br— BROWN
Gr— GREEN
Rd — RED
Yl - YELLOW
Bk — BLACK STOP
Wh - WHITE ey D TAIL

TURN

4-WIRE

— EXTEND PAST Br
COUPLER BY 24" |

——=Gr ™
Y
Br
F-Wh--m e — — — — — — — — — I LICENSE

LAMP

GROUND ALL| Wh
COMMON | Br
TO FRAME @
= Br
v @ STOP
TAIL
TURN

LEFT SIDE
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HORIZONTAL LOG SPLITTER
DECAL BREAKDOWN

ITEM PART NO. DESCRIPTION QTY
1 794039 CAUTION - Read Manudl 1
2 794040 WARNING - Moving Wedge 2
3 294067 Clear Guide 2
4 194056 Wallenstein 2
5 794019 Made in Canada 3
[ 794066 Apply Oil or Grease 1
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Trailer Splitter Decals

194056

WALLENSTEIN

194067

//\

Keep moving slide guide clear
of wood fragments.

Gardez le guide de glissement propre
de tout débris de bois.

\//

194066

NOTE
APPLY OIL OR GREASE
UNTIL PAINT IS REMOVED

794019

794039

A CAUTION ]

+ Read and understand

294040

MOVING WEDGE HAZARD
KEEP AWAY

To prevent serious injury or death from

moving wedge:

*  Keep hands and feet away from
between logs and wedge or base,

* Keep others away.

* Stop engine and relieve hydraulic

pressure before servicing machine.
- 204040 J

« Move controls in neutral,

» Install boom lock pin before servicing,
+ Do not allow anyone within 20 ft of machine
+ Wear appropriate safety gear including
+ Operate only on level ground.

+ Do not operate on hillsides or when the
« Do not place hands or feet between log
« Keep all hydraulic components in good
« Stop engine when leaving splitter

« Review safety instructions annually.

i LL!Q

stop engine, set park
brake, remove ignition key and wait for
all moving parts to stop before sevicing,
adjusting, repairing or maintaining.
repairing or maintaining.

during operation. Keep children away.
but not limited to face shield, heavy gloves
and steel toed shoes with slip resistant soles.
working area is cluttered, wet, muddy or
icy to prevent slipping or tripping.

and wedge/stripper or base.

working order.

unattended.
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(WALLENSTEIN

WALLENSTEIN Products Manufactured by:

EMB MFG Inc.
4144 Boomer Line

St. Clements, Ontario
Canada NOB 2M0
Phone: 1-877-695-9283
Fax: 519-699-4146
www.embmfg.com



